
Li
gh

t o
f Y

ou
r W

or
ld

www.iplighting.com

24"

US
CERTIFIED

ELECTRICAL SAFETY

C

Certified to C22.2 No. 250.0 Conformed to UL 1598 | Certification marks
(where applicable) will be found on our luminaires and its components

Ri
gh

t r
es

er
ve

d 
fo

r m
at

er
ia

l a
nd

 s
pe

c 
m

od
ifi

ca
tio

n 
w

ith
ou

t p
rio

r n
ot

ice
Da

ta
co

de
 2

02
40

70
2

Features + Specifications

Construction:  
•	 Die-cast aluminum end caps
•	 Opal frosted linear cast glass
•	 Die-formed CRS wall canopy
•	 12” and 24” length available

Intended Use:
•	 Building interior, damp location listed
•	 Ideal for bathroom vanity lighting

Finish:
•	 C + N finishes are plated finish
•	 B + W finishes are powder coat paint

Optical System:
•	 DOB, driver on board AC PCB design
•	 Linear light module made from 2835 LEDs
•	 3000K, 90CRI, R9>50, L70 @ 50000hrs
•	 12” size is 12W 1200lm, 24” size is 24W 2400lm
•	 Entire linear DOB light module enclosed with clear PC lens
•	 Opal frosted linear cast glass lens
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Product Code

IP53 - 204010

W = White

B = Black

N = Nickel

C = Chrome

COLOR

12"

24"

SIZE

WW930 = 3000K 

LED DATA

120 = 120V

VOLTAGE
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3611 Commercial Street
Vancouver, BC V5N 4G1

Tel: 604.872.5503
Fax: 604.872.5560
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IP53-204010

Dimensions:

Mounting:
•	 Mounts over flush octagon boxes
•	 Wall mount vertically or horizontally
•	 Projection < 4 inches is ADA compliant

23 1/4"
600mm

4 1/2"
114mm

2 1/4"
57mm

24"
609mm

1 3/16"
30mm

1/2"
13mm

2 5/8"
66mm

3"
77mm

Electrical System
•	 HPF + High Efficiency driver on board design
•	 Overheat and short circuit protected
•	 Low THD, flicker free circuit design, RoHS compliant
•	 120V line dimmable with most wall box type dimmers
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