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Project: Type: QTY:
Product Code:
Product Code
IP66 - VP4 LENGTH INTENSITY VOLTAGE OPTIONS
4FT. LCS=Lumens/CCT/Selectable [] 120=120-277v [[] MFS = Multi Functions Sensor

(see table below)

[] 347 =120-347v

Features + Specifications

Intended Use:

e Building interior and exterior
e Wet location listed

Construction:

e Pressure formed PMMA PC body

¢ Injection moulded PMMA PC frosted lens

e Stainless steel latches secure lens to body

Stainless steel mounting brackets

Body have in and out ports for conduits

Light module base made from die formed CRS
Light module base painted high reflective white
Extruded silicone gasket ring seals out moisture and
contaminants

Certified to C22.2 No. 250.0 Conformed to UL 1598 | Certification marks
(where applicable) will be found on our luminaires and its components

.

Optical System:

e Multiple 2835 SMD linear light module

e 3000K, 3500K and 4000K selectable,

e 80 CRI, LM80, TM21 data available

e Extruded PMMA PC frosted lens removes LED diode sharpness

LCS DELIVERED LUMENS

ccT 20w 30w 40W
3000K 2520 3780 5040
3500K 2600 3900 5200
4000K 2730 4090 5400
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IP66-VP4

Electrical System: Mounting:

e Constant current drive technology e Mounts directly to ceiling or wall using stainless steel
¢ High efficiency, >95 HPF, <15% THD, RoHS compliant mounting brackets

e \Wattage selectable 20W, 30W, & 40W ¢ 2 mounting brackets included

e Overheat with short circuit protection, auto reset Class P

® 120=120-277V, 347=120-347V (both with 0-10 dimming)

[ ]

Optional microwave multi-function sensor available

Multi-function sensor

*Photos might not reflect supply unit

Factory pre-set functions:

Sensitivity 100% (field selectable to 25/50% if use in small area such as stair wells and vestibule)
Hold time 20 minutes (field selectable for shorter hold time)

Daylight sensing disabled (field selectable to desired lux when in area that have windows)
Standby time: infinite (field selectable to turn off when standby time is selected)

Standby light level 50% (field selectable for lower light level)

More advanced programming available by remote controller (optional for purchase)
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